Stabilized Staging Area (SSA) SM-6

] SF/CF SF/CF —
8, Q onsite L | WS
S| | coNsTRUCTION | “ 7S CONSTRUCTION
N . VEHICLE <4l H TRAILERS
FARKING (IF " L,
“°| . NEEDED), —.//
CONSTRUCTION \ ) [ b
SITE ACCESS — - . R
- & ’ \ [74]
B . * a IS
L 11 ™ 3" MIN. THICKNESS
«a, |MATERIAL - GRANULAR MATERIAL
« " |sToRAGE] .
STABILIZED B vivanasl Bl
CONSTRUCTION PR I B IS
ENTRANCE (SEE ' s | &
DETAILS VTC—1 K .
TO VIC—3) - : _i
~~___ SILT FENCE OR CONSTRUCTION
SF/CF SF/cF FENCING AS NEEDED

EXISTING ROADWAY

SSA—1. STABILIZED STAGING AREA

STABILIZED STAGING AREA INSTALLATION NOTES

1. SEE PLAN VIEW FOR

—LOCATION OF STAGING AREA(S).

—CONTRACTOR MAY ADJUST LOCATION AND SIZE OF STAGING AREA WITH APPROVAL
FROM THE LOCAL JURISDICTION.

2. STABILIZED STAGING AREA SHOULD BE APPROPRIATE FOR THE NEEDS OF THE SITE.
OVERSIZING RESULTS IN A LARGER AREA TO STABILIZE FOLLOWING CONSTRUCTION.

3. STAGING AREA SHALL BE STABILIZED FPRIOR TO OTHER OPERATIONS ON THE SITE.

4. THE STABILIZED STAGING AREA SHALL CONSIST OF A MINIMUM 3" THICK GRANULAR
MATERIAL.

5. UNLESS OTHERWISE SPECIFIED BY LOCAL JURISDICTION, ROCK SHALL CONSIST OF DOT
SECT. #703, AASHTO #3 COARSE AGGREGATE OR 6" {(MINUS) ROCK.

6. ADDITIONAL PERIMETER BMPs MAY BE REQUIRED INCLUDING BUT NOT LIMITED TO SILT
FENCE AND CONSTRUCTION FENCING.

STABILIZED STAGING ARFA MAINTENANCE NOTES

1. INSPECT BMPs EACH WORKDAY, AND MAINTAIN THEM IN EFFECTIVE OPERATING CONDITION.
MAINTENANCE OF BMPs SHOULD BE PROACTIVE, NOT REACTIVE. INSPECT BMPs AS SOON AS
POSSIBLE (AND ALWAYS WITHIN 24 HOURS) FOLLOWING A STORM THAT CAUSES SURFACE
EROSION, AND PERFORM NECESSARY MAINTENANCE.

2. FREQUENT OBSERVATIONS AND MAINTENANCE ARE NECESSARY TO MAINTAIN BMPs IN
EFFECTIVE OPERATING CONDITION, INSPECTIONS AND CORRECTIVE MEASURES SHOULD BE
DOCUMENTED THOROUGHLY.

3. WHERE BMPs HAVE FAILED, REPAIR OR REPLACEMENT SHOULD BE INITIATED UPON
DISCOVERY OF THE FAILURE.

4. ROCK SHALL BE REAPPLIED OR REGRADED AS NECESSARY IF RUTTING OCCURS OR
UNDERLYING SUBGRADE BECOMES EXPOSED.
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SM-6 Stabilized Staging Area (SSA)

STABILIZED STAGING AREA MAINTENANCE NOTES

5. STABILIZED STAGING AREA SHALL BE ENLARGED IF NECESSARY TQ CONTAIN PARKING,
STORAGE, AND UNLOADING/LOADING OPERATIONS.

6. THE STABILIZED STAGING AREA SHALL BE REMOVED AT THE END OF CONSTRUCTION. THE
GRANULAR MATERIAL SHALL BE REMOVED OR, IF APPROVED BY THE LOCAL JURISDICTION,
USED ON SITE, AND THE AREA COVERED WITH TOPSOIL, SEEDED AND MULCHED OR
OTHERWISE STABILIZED IN A MANNER APPROVED BY LOCAL JURISDICTION.

NOTE: MANY MUNICIPALITIES PROHIBIT THE USE OF RECYCLED CONCRETE AS GRANULAR
MATERIAL FOR STABILIZED STAGING AREAS DUE TO DIFFICULTIES WITH RE—-ESTABLISHMENT OF
VEGETATION IN AREAS WHERE RECYCLED CONCRETE WAS PLACED.

NOTE: MANY JURISDICTIONS HAVE BMP DETAILS THAT VARY FROM UDFCD STANDARD DETAILS.
CONSULT WITH LOCAL JURISDICTIONS AS TO WHICH DETAIL SHOULD BE USED WHEN
DIFFERENCES ARE NOTED.

{DETAILS ADAPTED FROM DOUGLAS COUNTY, COLORADC, NOT AVAILABLE IN AUTOCAD)
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